














Accessories and Options

The following optional accessories and software expand the capabilities of your
Max CR System. Each of these is offered individually so that you can choose and
purchase the options that best meet your needs.
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Remote Operations Panel

Extend Max CR System reach and
functionality with this wall-mounted
touch-screen panel that allows radio-
graphers to perform most system
functions away from the main unit.
Network up to 10 remote operations
panels to a single DIRECTVIEW Max
CR System. Or network one remote
operations panel to as many as eight
Max CR systems.

Total Quality Tool

Perform your own objective image tests
and QC measurements with the same
interface used for examinations. Test at
your convenience — without the cost,
scheduling, or disruption of third-party
testing.

EVP Plus Software

Take image quality and diagnostic
confidence to a new level with this

technological breakthrough that extends

image latitude without loss of detail
contrast. All raw image data are used
and retained during image processing
and enhancement.

Capture Link System

Link up to five DIRECTVIEW CR and/or DR
floor model Systems to improve workflow
and productivity in high-volume areas. Share
cassette identification, scanning, and image
review functions on linked CR systems.
Enable CR cassette identification and image
review at the DR console.

CR Long-Length Imaging System

Capture long-bone computed radiography
images — full leg and full spine — with this
easy-to-use accessory. Fully automatic and
highly reliable stitching software delivers
images up to 17 inches wide by 51 inches
long (43 x 129 cm), with few, if any, visible
seams. A portable cassette system for supine
and upright procedures produces up to 14 x
33 inches (35 x 84 cm).

Remote Patient Data
Entry Software

Increase productivity, improve workflow,
and enhance patient satisfaction with
remote entry of patient data. Enter demo-
graphic data for exams with a PC at the
radiology reception desk or other preferred
location. Enable your radiographer to
spend more time performing examinations.

Mammography Feature
for CRt

Bring the convenience and image

quality of the Max CR System to digital
mammography. This feature, coupled with
DIRECTVIEW CR Mammography Cassettes
and EHR Screens, delivers mammography
quality images while retaining all CR
system features and capabilities for general
radiography examinations.

1 Not currently available in the U.S.



DIRECTVIEW Throughput

Max CR System Specifications * Capable of handling up to 8 exposed cass-
ettes and 8 erased cassettes at a time

Dimensions
« Height: 52 in. (132.1 cm) * Throughput: up to 101 cassettes/hour
(41in.[104.1 cm] at cassette station) * Time from cassette insertion to image at
« Width: 41 in. (104.1 cm) network: 34 seconds or less*
* Depth: 301in. (76.2 cm) * For 35 x 43 cm cassette. Times for other radiography
. Weight: 956 b (433.6 kg) cassette sizes are the same or less. Time for image
: ) at a network device is dependent on network
* Monitor: 17.0 in. flat-panel touch screen, performance.

full color, 1280 x 1024 matrix
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**  For dental applications
*** For mammography imaging
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More Information

Learn more about the DIRECTVIEW Max CR System
and Carestream Health’s other products for enhanced
CR performance. Contact your Carestream Health
representative, or call 1-877-865-6325, ext. 227.

Carestream Health
150 Verona Street
Rochester, NY 14608
US.A.

CARESTREAM, DIRECTVIEW and DRYVIEW are trademarks of Carestream Health.
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Grayscale Resolution
* 4096 (12-bit grayscale)

Power

Includes an on-board, uninterruptible
power supply (UPS)

100-120 VAC 10 Amps 50/60 Hz
200-240 VAC 5 Amps 50/60 Hz.

Heat Dissipation
1400 BTU/HR Max

Network
10 BASE-T, 100 BASE-T Network Adapter

Regulatory
* FDA, UL, cUL, CE Mark

* System is certified as a casual patient
contact medical device

Cassette Options

* DIRECTVIEW CR Cassette/with GP
Screen/35 x 43 ¢cm, 35 x 43 cm for
long-length imaging, 35 x 35 cm, 24 x
30 cm, 18 x 24 cm, and 15 x 30 cm

* DIRECTVIEW CR Cassette/with HR
Screen/24 x 30 cm and 18 x 24 cm

* DIRECTVIEW CR Mammography
Cassette/with EHR Screen/24 x 30 cm
and 18 x 24 cm
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